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NORDIC GEO SUPPORT offers a comprehensive range of 
mixing, pumping and delivery equipment for cement-based 
materials. Partnering with industry leaders, we are known to have 
one of the broadest application packages from off-the-shelf products 
to specialised designs to me the application requirements. 

 

 
 

 
 
 
Nordic Geo Support Product Offer 
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 



3              
www.nordicgeosupport.com 

 
 
Dry Shotcreting Systems 

 
 

The Rockcreter series is designed for use in mining, construction, tunnelling and refractory applications. A leading 
machine for transporting any form of dry mix material. It is compact and robust, requiring little maintenance. 
 
Rockcreter 45 

 
Example of use of Structure Performance Level 

Air Requirements 4 to 6bar. @ 240 cfm – electric drive 
4 to 6bar. @ 450 cfm – Air drive 

Applications Refractory Linings 
Furnace Repairs 
Vent Walls 
Bridge Repairs 
Low Volume Gunite work 

Options and Features Variable speed only 
Trolley mount 
Drive – 220V/380V/525V/Air Motor 
Rock and Water Features 

Conveying Distance Horizontally up to 200m 
Vertically up to 100m 

Output Up to 4 tons/hr = +2m³ 
Technical Specifications Length: 900mm 

Width: 600mm 
Height: 900mm 
Weight: Approx. 200 kg 

 
Rockcreter 65 

 
Example of use of Structure Performance Level 

Air Requirements 4 to 6bar. @ 450 cfm – electric drive 
4 to 6bar. @ 750 cfm – Air drive 

Applications Concrete Repairs 
Shaft & Pipe Lining 
Spillways 
Tunnelling 
Refractory Linings 
Fire Proofing 
Vent Walls and Seals 
Dams 
Construction 

Options and Features Variable speed only 
Conveying Distance Horizontally up to 200m 

Vertically up to 100m 
Output 4m³ / hr 
Technical Specifications Length: 1400mm 

Width: 700mm 
Height: 1200mm / with mixer 1400mm 
Weight: Approx. 500 kg 
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Dry Shotcreting Systems 
 
Rockcreter 95 

 
 

Example of use of Structure Performance Level 
Air Requirements 4 to 6bar. @ 400 to 700 cfm – Air drive or 

electric drive 
Applications Concrete Repairs 

Shaft & Pipe Lining 
Spillways 
Tunnelling 
Slope Stabilisation 
Lateral Support 
Vent Walls and Seals 
Dams 
Construction 

Options and Features Variable speed only 
Conveying Distance Horizontally up to 200m 

Vertically up to 100m 
Output 8m³ / hr 
Technical Specifications Length: 1300 to 1500mm 

Width: 900mm 
Height: 1200mm  
Weight: Approx 600 kg 
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Email: info@nordicgeosupport.com 
Web: www.nordicgeosupport.com 

 


